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CF Fixed Flanges

Description

We supply flanges and fittings in standard CF-design. Available are fixed or rotatable flanges, flanges with
through holes (clear holes) or with thread holes (tapped) and blank or weldable flanges. Standard flange sizes
vary from DN16 to DN250 and show a metric threads where applicable. US style versions from 1.33" to 16.5”
are possible on request. The flanges can be offered out of stainless steel 304L (1.4306) or out of 316L
(1.4404), flanges out of 316LN (1.4429) can be supplied on request.

Please contact our sales office if you are looking for any further
flange designs, configurations or a customized versions.
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Type Fixed blank flanges 316L tapped A B P/Number

Fixed weld flange
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Rotatable blank flanges
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Silver plated, gold plated and aluminium gaskets also available upon request
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Description

Double sided flanges show on both sides the same CF knife edge
configuration. Flange sizes vary from DN16 to DN200. US style
versions from 1.33" to 16.5” are possible on request.

Please contact our sales office for any further designs or
combinations, i.e. blank versions or combinations with radial

attached tubings or pump ports.

e

Description

Zero-length adaptors
combine two different CF
knife edge styles on one
flange. The smaller size
comes up with thread
holes, the bigger size with
clear holes. This type of
flange is ideal when space
is limited for connecting
purposes.

$ # $
$ # $
$ # ]
$ # 5
$ # ]
$ # 5
{ # $

$ # ]
{ # $

{ # $

b # $

{ # $

b # $

FIXED
ROTATABLE

T.+49 (0)30 7871 3158 | F. +49 (0)30 7871 3159 | sales@vagtec-scientific.com | www.vagtec-scientific.com




FIXED
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Half nipple fixed

«— A —>

Rotatable nipple fixed

- A — >

CF16  FULL NIPPLE

~_u CF40  FULL NIPPLE

@ | CF63  FULLNIPPLE

= | CF63 FULLNIPPLE LONG

o« g 2 CF100 FULLNIPPLE
l [E CF100 FULL NIPPLE LONG 2700 101,6
) CF160 FULL NIPPLE 279,4| 152,4
R B CF160 FULL NIPPLE LONG 3333 1524
CF200 | FULL NIPPLE 406,4 2032
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CF16 ELBOW 90°RADIUS
CF40 ELBOW 90°RADIUS
CF63 ELBOW 90°RADIUS
CF100 | ELBOW 90°RADIUS
CF160 | ELBOW 90°RADIUS 241 | 152
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BOTH FLANGES ROTATABLE
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BOTH FLANGES ROTATABLE

BOTH FLANGES ROTATABLE
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\ CF16
1 INET
L JT CF40
A CF63
LI_ 4‘_L CF63 105 64
& i [F A CF100 110 101,6
CF100 135 101,6
CF160 140 152,44
CF160 167  152,4
CF200 181 203,2
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E E 160-100 & & 139,7 135,1
gl S 2 200-160 & & 190,5 165,1
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CF16 ' & (
3 /0'%0 CF40 & ((
| e 1 CF63 & ((
SNE A CF63 & ((
| CF100 & ((
ROTATABLE |<— A —»> CF100 & (( 135 102
CF160 & (( 140 = 152
CF160 & (( 167 = 152
CF200 & (( 191 = 203
e Tpe  CFoweyCossIM A 0D Phumber
CF16 '
ofﬂo CF40
o\ [ JJ [[f |CF63
e A CF63
| cF100 110
ROTATABLE  |<— A —» CF100 134,9 102
CF160 139,7 152
CF160 166,6 152
CF200 190,5 203
Type  CF6-WayCube3oa A P/Number
CF16
CF40
CF63
CF100
CF160 101
CF200 127
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CF16 ) #
CF40 " ) <+ x #
CF63 " ) <+ x #
CF100 " ) ¥+ #
CF160 " ) F # | 203

CF16 #

CF40 #

CF63 # 250
CF16 # 500
CF40 # 500
CF63 # 500
CF16 # 750
CF40 # 750
CF63 # 750
CF16 # 1000
CF40 # 1000
CF63 # 1000
Description

We supply highly flexible edge welded bellows with a long lifetime. The bellows are
manufactured out of high quality stainless steel grade AM350.

You can choose between weldable ends, CF, KF or LF endings. Standard inner
diameters vary from 6 to 250 mm. Different designs are possible on request.

Please contact us to discus the individual solution for your application.
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Description

We supply flanges and fittings in standard KF-(Quick-flange) design.
Standard flange sizes vary from KF16 to KF50 and are sealed with a
centering ring/o-ring-combination and a standard clamp on the outside
that covers the connection. Depending on the application Viton, Buna or
Silicone can be supplied as sealing material.

Outside centering rings can be supplied on request.

The parts are manufactured out of stainless steel 304 (1.4301), other
materials on request or where stated.

Please contact our sales office if you are looking for any further flange
designs, configurations or a customized versions.

KF Blank Flanges

KF Bored Flanges
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KF16 SHORT WELD FLANGE

KF25 SHORT WELD FLANGE
KF40 SHORT WELD FLANGE
KF50 SHORT WELD FLANGE

KF16 LONG WELD FLANGE 70
KF25 LONG WELD FLANGE 70
KF40 LONG WELD FLANGE 70
KF50 LONG WELD FLANGE 70

KF16

KF25
KF40
KF50

KF16 N
KF25 %
KF40 %
KF50 %

KF16

KF25
KF40
KF50

25-25-16

40-40-16
40-40-25
50-50-16
50-50-25 ! 140 63

50-50-40 ! 140 71,37
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KF16 #
KF25 #
KF40 #
KF50 #
KF16 #
KF25 #
KF40 #
KF50 # 500
KF16 # 750
KF25 # 750
KF40 # 750
KF50 # 750
KF16 # 1000
KF25 # 1000
KF40 # 1000
KF50 # 1000

KF16 L# - #

KF25 L# - #

KF40 L# - #

KF16 L# - # 1000
KF25 L# - # 1000
KF40 L# - # 1000
DN16 v #

DN25 L# o #

DN40 LH o #

KF16 /0123 456 ! #573

KF25 /0123 456 ! #573

KF40 /0123 456 ! #573
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Description

We supply flanges and fittings in standard LF-(Large flange) design. Standard flange sizes
vary from LF63 to LF630 and are sealed with with a centering ring/o-ring-combination and
claw clamps on the outside. As an alternative we supply these flanges sealed with a bolt kit,
ISO-F style, as well.

The parts are manufactured out of stainless steel 304 (1.4301), other materials on request or
where stated.

Please contact our sales office if you are looking for any further flange designs, configurations
or a customized versions
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vagtec- scientific
Thulestr. 18b
D-13189 Berlin

Germany

Tel. +49 (0)30 7871 3158
Fax: +49 (0)30 787 13159

sales@vagqtec-scientific.com
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